
ELECTRICAL

Type Digital

Rated Voltage 1.8 VDC

Operating Voltage 1.6 to 3.6 VDC

Max Short Circuit Current 10 mA

Capacitance N/A

ACOUSTIC - General

Technology MEMS

Directionality Omni Directional

ACOUSTIC-Standard Mode @ 94dB;1000 Hz;Rated Voltage;CLK Freq.-2.048 MHz

Clock Frequency Range 1.024 - 3.072 MHz

Supply Current 640 uA

Sensitivity -26 ± 1 dBFS

Signal-to-Noise 64 dB(A)

Power Supply Rejection* -85 dBFS

PSR Ratio** 59 dBV/FS

Acoustic Overload Point 120 dBSPL

Total Harmonic Distortion 1% Max

ACOUSTIC - Sleep Mode @ 94dB; 1000 Hz; Rated Voltage

Clock Frequency Range -

Sleep Current 5 uA
*Tested At 100mVpp square wave @217Hz, A-weighted
**Tested At 100mVpp square ware @217Hz, A-weighted
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General tolerance = ±0.1 mm and all measurements in mm unless otherwise noted.

MATERIAL

Solder
Pads Gold Plated Copper

TEMPERATURE RANGES

Operating -40 to +85 °C

Storage -40 to +105 °C

Weight 0.02 g
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